ARSBE 2~y A
BREREL L, — s, _
MRsev i - Technical Data

Dimension In mm_(ANSI 125/150)

SIZES NxM TORQUE (Nm) WT.
X m F
B il D1 eD2 ® EE1 OE2 =3 - o
o] | * any- | PR 1 romeam | ° Bl PR PR BEL et ende | ke
800 | 32 1263 672 188 704.7 | 977.9 | 2B x 1 1/2°-6 | 6.430 | 254 18 300 200 3272 68250 327.0
00| 36 | 1376 720 203 | 864.7 |1085.B| 32 x 1 1/2"-6| 5.625 | 254 18 300 200 4308 86375 | 415.0
1000| 40 | 1522 | BOO | 216 | 965.0 |1200.2| 36 x 1 1/2°-6 | 5.000 | 2564 | 18 | 300 | 200 | 5257 | 119750| 586.0
1100| 44 | 1686 B83 251 |1080.0(1314.5| 40 x 1 1/27-6 | 4.500 | 254 18 300 200 8926 119750 | 760.0
1200] 48 | 1805 941 276 | 1160.6 |1422. 5 44 x 41.1 4.080 | 298 22 350 230
Note : Gv = US Gallon per minutes Pressure Test
WokingPressurs | 1.0MPa | 16MPa |  toM | ANSIW#A | ANE im0
T 24l I Taz. | | Tar
Hrdrodtate K] m_‘T'_,Tsl-wal T5iMFa | 1520Pa | 1.14MPa | 221/Fa
Tesl 1.5 MPa 24 MPa 2.1 NPa 2.1 MPa 155 MPa 3.0 PFa
Working Temperature
Temparature °C | -to-80 | -15-140 | -z0-150 | -20-180 |
Seat Material | NBR | EPDM | WMITON | PIFE |

Material

No. PART ary, MATERIAL

1 |COVER 1 |CAST IRON / DUCTILE IRON

2 |LOWER 'O° RING| 1 [NBR / EPFDM / VITON

3 |BEARING 1 |BEARING STEEL

4 |[BUSHING 1 |[BRONZE

5 [LOWER STEM 1 (88 41_5 / 316 :

8 |SEAT 1 |NBR / EPDM / VITON

e , [DUCTILE IRON/COATING NYLON/PTFE/NICKEL

7 ! BRONZE/CF8/CF8M/POLISHED

8 [TAPER PIN 3 [5S 416 / 316

o |UPPER STEM 1188 416 / 316

10 |BUSHING 1 PTFE / DRONZE

11|B0DY 1 [GAST IRON / DUGTILE IRON

12 |BUSHING 4 |PTFE / BRONZE

13]°0" RING 3 NBR / EPDM / VITON i

14 [NAMEPLATE 1 ALUMINIUM Standard: )

15 |RIVET 2 | ALUMINIUM FacetoFace  :BSENS58-1

Flange : ANSI B16 125/150

16 |KEY 2 |CARBON STEEL i Rl
17 |BOLT 4 | CARBON STEEL . :

18 |SPRING WASHER 4 |SPRING STEEL Test Inspection :BS EN 12266-1 / API 598
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