
PN 40 DISCO CHECK VALVE ( DN 15 - 100 )

Arita Stainless Steel Disco Check Valve

NO DESCRIPTION QTY. MATERIAL
1 Body 1 SUS 304 / 316

2 Disc 1 SUS 304 / 316

3 Spring 1 SUS 304 / 316

4 Retainer 1 SUS 304 / 316

STANDARD COMPONENT MATERIAL

DIMENSION TABLE (MM)
Size

d D1 D2 D3 L
Opening 
Pressure 

(Bar)
Weight (Kg)

DN Inch

15 1/2 15 50 28 33 16 0.1 0.12

20 3/4 20 58 35 41 20 0.1 0.15

25 1 25 68 43 48 22 0.1 0.20

32 1-1/4 31 80 52 60 28 0.1 0.40

40 1-1/2 39 92 63 73 32 0.1 0.54

50 2 48 104 75 83 40 0.1 0.92

65 2-1/2 62 130 95 102 46 0.1 1.37

80 3 74 146 108 120 50 0.1 2.23

100 4 84 170 126 139 60 0.1 3.35

The contents of this literature are for interaction purposes only. Arita 
is not responsible for suitability or compatibility of these Products 
in relation to system requirement. For specific requirements, consult 
Arita or its distributors. Arita reserves the right to change or modify 
product design without prior notice.
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SPECIFICATIONS
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TEST PRESSURE
Nominal Pressure : 40 kgf/cm2

Hydrostatic Shell Test Pressure : 60 kgf/cm2

Hydrostatic Seat Test Pressure : 44 kgf/cm2
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• Face to Face Dimension : DIN 3202-3 K4
• Applicable Media : W.O.G. and steam
• Applicable Temperature : -10 ~ 250 0C
• PTFE Seal (optional)

CHC304/XXX
CHC316/XXX



PN 40 DISCO CHECK VALVE ( DN 125 - 250 )

Arita Stainless Steel Disco Check Valve

NO DESCRIPTION QTY. MATERIAL
1 Body 1 SUS 304 / 316

2 Disc 1 SUS 304 / 316

3 Spring 1 SUS 304 / 316

4 Retainer 1 SUS 304 / 316

STANDARD COMPONENT MATERIAL

DIMENSION TABLE (MM)
Size

d D1 D2 D3 L
Opening 
Pressure 

(Bar)
Weight (Kg)

DN Inch

125 5 120 193 138 175 90 0.1 6.9

150 6 144 220 166 208 95 0.1 9.4

200 8 194 285 218 266 127 0.1 17.6

250 10 245 326 250 302 140 0.1 26.4

The contents of this literature are for interaction purposes only. Arita 
is not responsible for suitability or compatibility of these Products 
in relation to system requirement. For specific requirements, consult 
Arita or its distributors. Arita reserves the right to change or modify 
product design without prior notice.
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SPECIFICATIONS
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TEST PRESSURE
Nominal Pressure : 40 kgf/cm2

Hydrostatic Shell Test Pressure : 60 kgf/cm2

Hydrostatic Seat Test Pressure : 44 kgf/cm2
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• Face to Face Dimension : NF E-29-377
• Applicable Media : W.O.G. and steam
• Applicable Temperature : -10 ~ 250 0C
• PTFE Seal (optional)

CHC304/XXX
CHC316/XXX


