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LUG TYPE BUTTERFLY VALVE JIS 10K FLANGED
(PINLESS)

ARV-712LT (J)
ARV-812LT (J)

The new body design offers esthetic appearance, strength and com patible flange connection to
international standards. Its top flange is designed to ISO 5211 for the direct mounting of gear
operator or actuators which eliminate the cost of mounting bracket. The lug style design allows the
valve to be installed between two flanges by using a separate set of bolts on each side of flange.
The body is epoxy coated for better resistant against abrasion and corrosion. Arita offers various
materials for the valves seat and disc to meet the various requirements of customers. The fine
finishing of seat surfaces and the polished edge of disc give good sealing and reduction in
operating torque. The upper and lower shafts are well supported and properly sealed to prevent

leakage. This pinless design has eliminated the potential ofleak through pin hole.
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Dimensionin mm (JIS 10K)

Technical Data

ﬁ A B c @b1 | @D2 N x M a GE1 | BE2 | @E3 | @FE4 L?QR%UEPLNTQ Cv (":g'}
50 2 | 156 80 | 42.0 | 52.9 | 120 4xM16 |45.00| 50 7 65 35 14 15 31 3.8
65 21/2| 162 89 | 44.7 | 64.5 | 140 4 xM 16 45.00 | 50 7 65 35 15 17 55 | 4.2
80 | 3 | 170 95 | 45.2 | 78.8 | 150 8xM18 22.50 | 50 7 65 a5 22 23 87 4.7
100 4 | 185 114 | 52.1 | 104.3 | 175 8xM 16 22.50 | 70 10 90 55 37 40 140 9.0
125 5 | 207 127 | 54.4 | 123.3 | 210 8 x M 20 22.50 | 70 10 90 55 58 62 224 | 10.9
150 6 | 216 | 139 | 55.8 | 156.0 | 240 8xM 20 22.50 | 70 10 90 55 94 102 328 | 14.2
200 8 | 256 | 175 | 60.6 |202.5| 290 12x M 20 | 15.00| 102 12 125 70 174 192 572 18. 2
250 | 10 | 248 | 203 | 65.6 | 250.8 | 355 12xM22 | 15.00| 102 12 125 70 286 323 837 | 26.8
300 12 | 280 | 242 | 76.9 | 301.8 | 400 16 x M 22 | 11.25| 102 12 125 70 429 490 | 1241 | 40.0
350 14 | 368 | 267 | 75.0 | 333.5| 445 1BxM22 | 11.25| 102 12 125 70 550 625 | 1564 | 56.0
400 16 400 297 85.7 | 389.6 510 16 x M 24 11. 25 140 18 175 100 755 846 2087 98.0
450 18 | 422 | 315 | 104.6 | 440.5 | 565 20 x M 24 9.00 | 140 18 175 100 | 1012 | 1131 | 2681 | 122.0
500 20 | 480 | 348 | 130.3 | 491.6 | 620 20 x M 24 9.00 | 140 18 175 100 | 1350 | 1431 | 3350 | 202.0
600 | 24 | 562 | 444 | 151.4 | 582.5 | 730 | 20 x M 30 P3 | 7.50 | 165 23 210 130 | 2111 | 2301 | 4907 | 270.0

Note : Cv = US Gallon per minutes Pressure Test

aEa Wal’king Pressura 1.0 MPa 1.6 MPa I 10K ANSI 125 AMNSI 150
AKQEE 5.1ZE 2'-407 2m-247 212" 147-24" 27127
E‘EJ‘ Hy'd-ll:ﬂslahc | Seal 1.1 MPa 1.76 MPa | 1.54 MPa 1.52 MPa 1.14 MPa 2.2 MPa
L | \ est | Body | 15MPa | 24MPa | 21MPa | 21MWPa | 1.55MPa | 3.0MPa
Working Temperature
+ |Temperature °C | -10-80 | 15-140 | -20-1s50 | -20-180 |
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Material
No., PART aTy. MATERIAL
1 |BODY | 1 |FC 200 / FCD 450-10 _ _

i — 4 | DUCTILE IRON/COATING NYLON/PTFE/NICKEL
BRONZE/CF8/CF8M/POLISHED
3 |LOWER STEM 1 | SUS 416/ SUS 316
4 SEAT 1 | PTFE/NBR/EPDM/VITON
5 UPPER STEM 1 | SUS 416/SUS 316
6 LOCK PIN 1  SUP6
7 LOWER 'O° RING| 2 | NBR / EPDM / VITON
8 BUSHING 2 | PTFE
9 |'0" RING 1 | NBR / EPDM / VITON fi
10 BUSHING 1 | PTFE
11 |HALF RING | 2 sus 416 3
12 RETAINER RING | 1 | SPRING STEEL
13 RIVET 2 ALUMINIUM
14 \NAMEPLATE | 1 TALUMINIUM
15 |HANDLE | 1 | EPOXY COATING / DUCTILE IRON Standard:
16 |NUT 2 CARBON STEEL .
17 |SPRING WASHER 2  SPRING STEEL Face to Face : BS EN558-1
18 INDICATOR 1 ELECTRO-PLATING / EPOXY COATING Flange +JIS B2210 10K
19 \WASHER 2 | CARBON STEEL Top Flange 1 1S0 5211
20 BOLT 2 CARBON STEEL Test Inspection :BS EN 12266-1
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ARITA is a registered trade mark of Unimech Group, Malaysia.

The contents of this literature are for informative purposes only.
Arita is not responsible for suitability or compatibility of these
products in relation to system requirement. For specific
requirements, consult Arita or its distributors. Arita reserves the
right to change or modify product design without prior notice.
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